
TRACTION CABLE GUIDE TRACK ASSEMBLY   

  

 

1) cable guide track assembly 

Insert the 2 profiles (C) L1500 (5’), into the 

junction (D), until they touch each other in 

the center of the junction (D) then tighten 

the 8 screws (E).  

2) Mounting cable guide or on the structure 

Insert previously assembled the track (point 1), 

into the provided wall mounts (A). 

To find the correct height where to position the 

supports (A), see point (5) and finally fix with 

anchors or screws (B). 

3) Cable guide assembly on columns 

Insert the previously assembled track (point 1), inside the 

telescopic arms (I) of the columns (H). 

To find the right positions for fixing the columns (H) and the 

height of the telescopic arms (I) to the ground, see point 

(5). 

Make sure that the columns (H) are parallel to each 

other, otherwise the telescopic arms (I) will not slide. 

4) Trolley block install 

Insert the trolley (G) into the guide (C). 

To prevent the trolley (G) from coming out, drill 

a pass through hole into the guide (C) at both 

ends, and insert the M6x60 screws (F) one on 

each side, then fix them with the self-locking nut. 5) How to find the position and height of the cable guide track (C) 

1-Position the machine on the slat, with the cutters (M) at the last tip 

of the slat (N). 

2- Fix the columns (H) to the ground or the supports (A) to the wall, 

to obtain a minimum distance of 350mm (14”) between the guide and 

the last tip of the slat (see drawing). 

3- Adjust the height of the telescopic arms (I) or of the supports (A), 

so that the runner (G) and the steel cable outlet on the machine (P) 

are at the same height. 

4- Wind the steel cable all the way inside the machine. 

5- Adjust the length of the cable (L), using the gripper on it, bringing 

the block (O) up to the stop, so until it touches the plastic ring (P) and 

cut the cable in excess. 

WARNING: this adjustment is needed to ensure that the 

machine stops at the end of entirely cleaned slat, without 

dragging the operator over the table. 


